
GENERAL
TOLERANCES

(UNLESS SPECIFIED)

ANGULAR TOL ± °

SERIES MATERIAL NUMBER CUSTOMER

GENERAL MARKET73099 SEE CHART

4 PLACES ±

3 PLACES ±

2 PLACES ± 0.25

1 PLACE ± 0.38

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION

SHEET NUMBER

 1 OF 2

DIMENSION UNITS SCALE

mm 3:1
DRWN BY DATE

SVANG01 2015/12/11
CHK'D BY DATE

JBELL 2017/10/05
APPR BY DATE

SMILLER 2015/12/11

DOCUMENT NUMBER DOC TYPE DOC PART

SD-73099-3000 PSD 000

DRAWING SIZE THIRD ANGLE PROJECTION

C

CYCLONE "SL"
DRAWER CONNECTOR SALES ASSEMBLY

 PRODUCT CUSTOMER DRAWINGC
O

R
R

EC
T 

N
O

TE
 3

20
17

/0
2/

16
20

17
/1

0/
05

20
17

/1
0/

09

11
37

17
M

KI
PP

ER
JB

EL
L

FS
M

IT
H

EC
 N

O
:

D
R

W
N

:
C

H
K'

D
:

AP
PR

:

E R
EV

FORMAT: master-tb-prod-C
REVISION: G
DATE: 2015/12/14

QUALITY
SYMBOLS

= 0

= 0

= 0

= 0

= 0

= 0

= 0

= 0RELEASE STATUS RELEASE DATE C

1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

9

9

10

10

11

11

12

12

A A

B B

C C

D D

E E

F F

G G

H H

C

L

NOTES:
1. MATERIAL:
     HOUSING: GLASS FILLED POLYESTER UL 94V-0, COLOR BLACK.
    TERMINAL: BERYLLIUM COPPER 
2. PLATING:
    1.27 MICROMETER MINIMUM GOLD PLATE ON CANTILEVER AREA, 
    0.38 MICROMETER MINIMUM GOLD PLATE ON SELECT SL TAIL AREA
    NICKEL PLATE OVER ALL.
3. PRODUCT CONFORMS TO PS-73099-9999.
4. PACKAGING SPECIFICATION PK-70873-1000
5. 73099-**** CONNECTOR ALSO MATES WITH “SL” SERIES 70066, 
   70400 AND 70430.
6. SEE SHEET 2 FOR PANEL MOUNTING AND MATING DETAILS.
7. HOT STAMP DATE CODE IS WEEK, YEAR.
8. RECYCLING LOGO TO APPEAR WHERE ROOM IS AVAILABLE.
9. THIS PART CONFORMS TO CLASS B REQUIREMENTS OF COSMETIC 
   SPECIFICATION PS-45499-002.
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NOTE: MATING SYSTEM MUST USE A FLOATING PANEL
      IN CONJUCTION WITH A NON FLOATING PANEL.

 R0.25 MAX TYP

FULLY CLOSED CONNECTOR

13.21 ±0.13

 -Y- 

 -X- 

 -Y- 

⌖ 2.60 Ⓢ Y

⌖ 2.60Ⓢ X -X- 


